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assured values of carbon contents im-
mediately preceding and immediately
following the missing data incident. If
no quality-assured data on carbon con-
tents are available prior to the missing
data incident, the substitute data
value shall be the first quality-assured
value for carbon contents obtained
after the missing data period.

(b) For each missing value of the
monthly petroleum coke consumption,
the substitute data value shall be the
best available estimate of the petro-
leum coke consumption based on all
available process data or information
used for accounting purposes (such as
purchase records).

§98.286 Data reporting requirements.

In addition to the information re-
quired by §98.3(c), each annual report
must contain the information specified
in paragraphs (a) or (b) of this section,
as applicable for each silicon carbide
production facility.

(a) If a CEMS is used to measure
process CO, emissions, you must report
under this subpart the relevant infor-
mation required for the Tier 4 Calcula-
tion Methodology in §98.36 and the in-
formation listed in this paragraph (a):

(1) Annual consumption of petroleum
coke (tons).

(2) Annual production of silicon car-
bide (tons).

(3) Annual production capacity of sil-
icon carbide (tons).

(b) If a CEMS is not used to measure
process CO, emissions, you must report
the information listed in this para-
graph (b) for all furnaces combined:

(1) Monthly consumption of petro-
leum coke (tons).

(2) Annual production of silicon car-
bide (tons).

(3) Annual production capacity of sil-
icon carbide (tons).

(4) Carbon content factor of petro-
leum coke from the supplier or as
measured by the applicable method in
§98.284(c) for each month (percent by
weight expressed as a decimal frac-
tion).

(5) Whether carbon content of the pe-
troleum coke is based on reports from
the supplier or through self measure-
ment using applicable ASTM standard
method.

§98.290

(6) CO, emissions factor calculated
for each month (metric tons CO,/metric
ton of petroleum coke consumed).

(7) Sampling analysis results for car-
bon content of consumed petroleum
coke as determined for QA/QC of sup-
plier data under §98.284(d) (percent by
weight expressed as a decimal frac-
tion).

(8) Number of times in the reporting
yvear that missing data procedures were
followed to measure the carbon con-
tents of petroleum coke (number of
months) and petroleum coke consump-
tion (number of months).

§98.287 Records that must be re-
tained.

In addition to the records required by
§98.3(g), you must retain the records
specified in paragraphs (a) and (b) of
this section for each silicon carbide
production facility.

(a) If a CEMS is used to measure CO,
emissions, you must retain under this
subpart the records required for the
Tier 4 Calculation Methodology in
§98.37 and the information listed in
this paragraph (a):

(1) Records of all petroleum coke pur-
chases.

(2) Annual operating hours.

(b) If a CEMS is not used to measure
emissions, you must retain records for
the information listed in this para-
graph (b):

(1) Records of all analyses and cal-
culations conducted for reported data
listed in §98.286(Db).

(2) Records of all petroleum coke pur-
chases.

(3) Annual operating hours.

§98.288 Definitions.

All terms used in this subpart have
the same meaning given in the Clean
Air Act and subpart A of this part.

Subpart CC—Soda Ash
Manufacturing

§98.290 Definition of the source cat-
egory.

(a) A soda ash manufacturing facility
is any facility with a manufacturing
line that produces soda ash by one of
the methods in paragraphs (a)(1)
through (3) of this section:

(1) Calcining trona.
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